
Beam Load Cell BL (BL-Ex)
Robust digital beam load cell in a hygienic (aseptic) design for dynamic weighing, process weighing, filling, packaging and general weighing in
food, pharma and life science applications. The new hygienic EHEDG compliant design in stainless steel is without gaps or edges for easy
cleaning in order to minimize the risk of bacteria growth. The BL/BL-Ex load cell is OIML and NTEP certified and certified for installation in ATEX
(Ex) and IECEx environment in Zone 1, 2, 21 and 22.

Type: BL (Non-ATEX) BL-Ex (ATEX)

Capacity (Emax): 10, 20, 30, 50,100, 150, 250, 500, 1000kg

Accuracy: Industrial 0.10%, Precision 0.05%, High Precision 0.025%

Overload Tolerance: 500% at 5kg, 200% at 1000kg capacity

Developed and manufactured in Denmark
New hygienic (aseptic) design without gaps or edges for easy cleaning to
minimize the risk of bacteria growth
High tolerance of up to 1.000% overload
Robust capacitive technology
Hermetically sealed to IP68
Electropolished stainless steel 1.4542 (17-4 PH)
ATEX and IECEx certified (Zone 1, 2, 21, 22)
Withstands welding voltages and ESD

Load cell cable length up to 100meters
High accuracy, High resolution
Capacity (Emax): 10, 20, 30, 50, 100, 150,
250, 500, 1000kg
Accuracy: Industrial 0.10%, Precision 0.05%,
High Precision 0.025%
Load cell cable length up to 100meters
Load cell calibration independent of cable
length
Load cell cable replaceable
Easy mechanical and electrical installation
OIML and NTEP approvals

BL (BL-Ex) Datasheet
Eilersen hygienic beam load cell shown with 100kg mounting kit
Eilersen hygienic beam load cell shown with 500kg mounting kit
Digital Beam Load Cell Type BL BL-Ex Dimensions PDF
BL BL-Ex Beam Load Cell STEP 3D CAD File (right click -> "Save Link As...")
Beam Load Cell with Mounting Kit 0-100kg PDF
Beam Load Cell with Mounting Kit 0-100kg 3D STEP (right click -> "Save Link As...")
Beam Load Cell with Mounting Kit 150-500kg PDF
Beam Load Cell with Mounting Kit 150-500kg 3D STEP (right click -> "Save Link As...")
Beam Load Cell with Mounting Kit 1000kg PDF
Beam Load Cell with Mounting Kit 1000kg STEP (right click -> "Save Link As...")
SEV 18 ATEX 0144 X (ENGELSK) ATEX Certificate PDF
IECEx SEV 18.0016 X Certificate of Conformity PDF

https://eilersen.com/fileadmin/user_upload/Print_Data_Sheet/2022/BL__BL-Ex__Data_sheet_221608.pdf
https://www.eilersen.com/fileadmin/user_upload/download/Pictures/Load_Cells/List_all/Eilersen_hygienic_beam_load_cell_shown_with_100kg_mounting_kit_900x600.jpg
https://www.eilersen.com/fileadmin/user_upload/download/Pictures/Load_Cells/List_all/Eilersen_hygienic_beam_load_cell_shown_with_500kg_mounting_kit_900x600.jpg
https://www.eilersen.com/fileadmin/user_upload/documentation/Beam_Load_Cell_BL__BL-Ex_/Beam_Load_cell_BL.pdf
https://www.eilersen.com/fileadmin/user_upload/download/3D_CAD_files/Load_Cells/List_all/Beam_Load_Cell_type_BL.STEP
https://www.eilersen.com/fileadmin/user_upload/download/Manuals/Load_Cells/List_all/Hygienic_Beam_Load_Cell_0-100kg.PDF
https://www.eilersen.com/fileadmin/user_upload/download/3D_CAD_files/Load_Cells/List_all/Beam_Load_Cell_0-100kg_step.step
https://www.eilersen.com/fileadmin/user_upload/download/Manuals/Load_Cells/List_all/Hygienic_Beam_Load_Cell_150-500kg.pdf
https://www.eilersen.com/fileadmin/user_upload/download/Manuals/Load_Cells/List_all/Hygienic_Beam_Load_Cell_150-500kg.STEP
https://www.eilersen.com/fileadmin/user_upload/download/Manuals/Load_Cells/List_all/Hygienic_Beam_Load_Cell_1000kg.pdf
https://www.eilersen.com/fileadmin/user_upload/download/Manuals/Load_Cells/List_all/Hygienic_Beam_Load_Cell_1000kg.STEP
https://eilersen.dk/fileadmin/user_upload/download/Certificates/ATEX_Certificates/List_all/SEV_18_ATEX_0144_X_e_Eilersen_English_6000_Update_ATEX_Certificate.pdf
https://eilersen.dk/fileadmin/user_upload/download/Certificates/ISO_IECEx_Certificates/List_all/IECEx_SEV_18.0016_X_Issue_0.pdf
https://eilersen.com/


Guideline Correct Mounting of BNC Connector (UK) PDF
VIDEO - Correct Mounting of BNC Connector
NTEP certificate BL-BL-Ex
OIML certificate BL BL-Ex

Dynamic weighing

https://www.eilersen.com/fileadmin/user_upload/download/Manuals/Load_Cells/List_all/Guideline_Correct_Mounting_of_BNC_Connector_UK.pdf
https://www.youtube.com/watch?v=Y9-ugu5vs4Q
https://eilersen.com/fileadmin/user_upload/documentation/NTEP_BL_BL-Ex_22-067.pdf
https://eilersen.com/fileadmin/user_upload/documentation/OIML-Certificate_BL_BL-EX_R60_2017-A-DK2-2021.01_Rev.1.pdf


Process weighing
Tanks and vessels
Vibration sorters
Filling and dosing
Platform scales
Packaging machines
Hopper scales
Belt scales
Conveyor scales
Big-bag equipment
On-board weighing

ATEX and IECEx (Zone 1, 2, 21, 22) version type BL-Ex
ATEX II 2G Ex ia IIC T6 Gb / ATEX II 2D Ex IIIC T85°C Db
Mounting kits available
Load cell cable length 10, 20, 50 or 100meters
Mud resistant and Halogen free cables for offshore installation
Special PE load cell cable available for freezing low temperature (can be used down to -50 degrees Celsius)
Special Teflon load cell cable available for very high temperature (can be used up to 100 degrees Celsius)


